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DRAINAGE

1. TO PROVIDE A FULLY FUNCTIONAL PROJECT, THE CONTRACTOR SHALL MAKE WATERTIGHT CONNECTIONS AND MAKE NECESSARY ADJUSTMENTS TO EXISTING DRAINAGE
STRUCTURES AS PART OF THE WORK.  CONNECTIONS TO EXISTING DRAINAGE STRUCTURES SHALL CONSIST OF CONCRETE COLLARS.

2. STORM SEWER INVERTS SHOWN ON THE PLANS ARE AT THE CENTER OF THE STRUCTURE.  THE STORM SEWER SLOPES SHOWN ON THE PLANS ARE THE PERCENT GRADE
FROM CENTER TO CENTER OF STRUCTURE.  FLARED END SECTIONS ARE HORIZONTALLY AND VERTICALLY LOCATED AT THE MIDPOINT AT END OF THE FLARED END SECTION.
THE LENGTH OF STORM SEWERS SHOWN ON THE PLANS IS THE DISTANCE FROM INSIDE WALL TO INSIDE WALL OF STRUCTURE OR TO PIPE CONNECTION END OF THE FLARED
END SECTION.

3. THE OFFSETS TO ALL INLETS, MANHOLES, AND STRUCTURES ARE GIVEN TO THE CENTER OF THE OPENING AT THE BASE OF THE FRAME AND GRATE OR LID.  CONCENTRIC
DRAINAGE STRUCTURES WERE ASSUMED WHEN PLACING THESE ELEMENTS ON THE PLANS.

4. STORM SEWERS AND CULVERTS MAY HAVE MINIMAL DEPTH BELOW THE SOIL SUBGRADE LAYER.  THE CONTRACTOR SHALL TAKE WHATEVER PRECAUTIONS ARE NECESSARY
TO PROTECT THE PIPES FROM DAMAGE DURING HAULING AND/ OR DURING THE SOIL MODIFICATION OR CONDITIONING PROCESS.  IF THE PIPES ARE DAMAGED, THEY SHALL
BE REPAIRED OR REPLACED TO THE SATISFACTION OF THE ENGINEER AT THE CONTRACTOR'S EXPENSE.

5. ALL DRAINAGE STRUCTURES CONSTRUCTED, ADJUSTED, OR RECONSTRUCTED UNDER THE CONTRACT, SHALL BE CLEANED OF ANY ACCUMULATION OF SILT, DEBRIS OR
FOREIGN MATTER AT THE END OF EACH WORKING DAY AND AT THE TIME OF FINAL INSPECTION.  THE EXISTING STRUCTURE ONE REACH IMMEDIATELY DOWNSTREAM SHALL
ALSO BE CLEANED.

6. FOR SEWERS WITH A DESIGN GRADE OF LESS THAN ONE PERCENT (1%), FIELD VERIFICATION OF THE STORM SEWER GRADE WILL BE REQUIRED FOR EACH INSTALLED REACH
OF SEWER PRIOR TO ANY SURFACE RESTORATION OR INSTALLATION OF ANY SURFACE IMPROVEMENTS.  VERIFICATION SHALL BE BY VISUAL INSPECTION, LASER LEVEL, OR
FIELD SURVEY TO THE SATISFACTION OF THE OWNER'S REPRESENTATIVE.

7. MANHOLES AND DRAINAGE STRUCTURES MAY BE ADJUSTED WITH GRADE RINGS FOR ADJUSTMENTS UP TO TWELVE (12) INCHES.  THE CONTRACTOR SHALL BE RESPONSIBLE
FOR ALL ADJUSTMENTS REQUIRED TO MATCH FINISHED GRADE.

8. ALL PIPE TRENCHES UNDER AND WITHIN 2 FEET OF PAVED AREAS SHALL BE BACKFILLED TO FINAL GRADE WITH COARSE AGGREGATE, GRADATION CA 6.

9. A MINIMUM 10-FOOT HORIZONTAL AND 18-INCH VERTICAL SEPARATION SHALL BE MAINTAINED BETWEEN ALL WATER AND SEWER MAINS. WHERE PHYSICAL CONSTRAINTS
PREVENT THIS REQUIREMENT FROM BEING MET, ALTERNATIVE METHODS FOR PREVENTING CROSS-CONTAMINATION BETWEEN THE SEWER AND WATER MAIN SHALL BE
PROVIDED IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS FOR WATER AND SEWER CONSTRUCTION IN ILLINOIS AND AS APPROVED BY THE ENGINEER.

GENERAL NOTES
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EARTHWORK & GRADING

1. THE WORK INCLUDES THE REMOVAL OF EXISTING BITUMINOUS (OIL & CHIP) ROADWAY SURFACE AND AGGREGATE BASE.  THE CONTRACTOR MAY INCORPORATE THESE
MATERIALS INTO THE PROPOSED EMBANKMENT AS LONG AS IT IS NOT USED IN THE TOP 12” OF A LAWN AREA.

2. PRIOR TO STARTING EARTHWORK OPERATIONS IN AREAS THAT DO NOT REQUIRE EXCAVATION, THE EXISTING BITUMINOUS (OIL & CHIP) ROADWAY SURFACE TO BE
REMOVED SHALL BE SCARIFIED OR BROKEN BY MECHANICAL MEANS, REDUCING ALL PARTICLES TO A SIZE NOT LARGER THAN 3 INCHES IN THE LARGEST DIMENSION.

3. THE CONTRACTOR SHALL CONTACT THE ENGINEER DURING SUBGRADE PREPARATION AND PRIOR TO SOIL MODIFICATION TO DETERMINE THE NECESSITY OF THE
PROPOSED SUBGRADE IMPROVEMENT.  IF THE SUBGRADE IS FOUND TO REQUIRE OR NOT TO REQUIRE REMEDIAL PROCEDURES, SOIL MODIFICATION AND MODIFIER MAY
BE ADDED OR DELETED.

4. PRIOR TO COMPACTION AND THE PLACEMENT OF PAVEMENT BASE COURSE LAYERS, THE CONTRACTOR SHALL PREPARE A DRY, STABLE SUBGRADE BY DISKING OR
OTHERWISE AERATING THE SOIL.  WHEN AIR DRYING IS NOT FEASIBLE, THE CONTRACTOR MAY USE A MOISTURE REDUCING CHEMICAL ADDITIVE SUCH AS HYDRATED
LIME TO ADJUST THE MOISTURE IN THE SOIL AT NO ADDITIONAL COST TO THE CONTRACT.

5. AT THE BEGINNING OF CONSTRUCTION OPERATIONS, THE CONTRACTOR SHALL STRIP THE TOP 6” OF EXISTING LAWN AREAS TO SALVAGE EXISTING, CLEAN TOPSOIL FOR
USE DURING FINAL GRADING AND LAWN RESTORATION.  THE CONTRACTOR SHALL STOCKPILE THE TOPSOIL AS INDICATED ON THE PLANS OR AT AN AGREED UPON
LOCATION.

6. TOPSOIL SHALL BE SPREAD EVENLY (4” MIN.) OVER ALL THE LAWN AREAS WITHIN THE SITE TO MEET THE FINAL GRADE PRIOR TO CONCLUDING EARTHWORK
OPERATIONS.  TOPSOIL MAY CONSIST OF SALVAGED TOPSOIL, EXISTING TOPSOIL AMENDED WITH 2” OF IMPORTED COMPOST, AND/OR BE IMPORTED FROM
PRE-APPROVED SOURCES AS NEEDED FOR SUPPLEMENTATION.

7. FINAL PAYMENT ON RETAINAGE WILL NOT BE MADE UNTIL THE LAWN HAS ESTABLISHED TO A 95% LEVEL WITH NO INDIVIDUAL BARE SPOTS LARGER THAN 6”X6” IN SIZE
AFTER ONE GROWING SEASON (APRIL TO MAY OR SEPTEMBER TO OCTOBER).

8. DURING GRADING OPERATIONS, THE SURFACE SHALL BE SMOOTH AND NOT BE LEFT TO IMPOUND WATER IF THERE MAY BE RAIN PRIOR TO THE NEXT WORKING DAY.  IF
THE SURFACE IS FINISHED SMOOTH FOR ANY REASON, IT SHALL BE SCARIFIED BEFORE PROCEEDING WITH THE PLACEMENT OF SUCCEEDING EARTH LIFTS.

9. DEWATERING OF EXCAVATION AREAS SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

10. THE CONTRACTOR SHALL PROVIDE A SMOOTH TRANSITION FROM NEW AREAS TO ADJACENT, EXISTING AREAS AS NECESSARY.

PAVING & PAVEMENT MARKING

1. PAVEMENT MARKING LOCATIONS SHOWN IN THE PLANS ARE APPROXIMATE.  PROPOSED PAVEMENT MARKINGS MAY BE ADJUSTED BY THE CONTRACTOR, AS APPROVED BY
THE ENGINEER, TO MATCH FIELD CONDITIONS.

2. ALL SIGNS AND PAVEMENT MARKINGS SHALL BE IN ACCORDANCE WITH IDOT HIGHWAY STANDARDS AND THE “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES” (MUTCD).
ALL PAVEMENT MARKINGS SHALL BE WHITE, EXCEPT BIKE PATH CENTERLINES, HANDICAP PARKING STALLS AND PAINTED ISLANDS, WHICH SHALL BE YELLOW.

3. THE CONTRACTOR SHALL APPLY REFLECTIVE GLASS BEADS TO ALL PAVEMENT MARKINGS.

10. THE CONTRACTOR SHALL REMOVE TRAFFIC SIGNS WHICH INTERFERE WITH CONSTRUCTION OPERATIONS AND RE-ERECT THEM AT TEMPORARY LOCATIONS TO SAFELY
MAINTAIN TRAFFIC CONTROL THROUGHOUT THE CONSTRUCTION PERIOD.  AS SOON AS CONSTRUCTION OPERATIONS ALLOW, ALL TRAFFIC SIGNS SHALL BE
PERMANENTLY LOCATED.

11. WHERE TREE REMOVAL CONFLICTS WITH EXISTING UNDERGROUND UTILITIES, THE CONTRACTOR SHALL CUT THE TREE OFF AT THE GROUND LINE AND GRIND THE
STUMP AS DIRECTED BY THE ENGINEER.  THIS SHALL INCLUDE COMPLETELY REMOVING TREES AND ROOTS UNDER PAVED SURFACES.

12. ANY UNSUITABLE MATERIAL ENCOUNTERED DURING CONSTRUCTION SHALL BE REMOVED BY THE CONTRACTOR AND REPLACED WITH SUITABLE MATERIAL AS
APPROVED BY THE ENGINEER.  UNLESS NOTED OTHERWISE IN THE PLANS, THE COST TO REMOVE AND REPLACE UNSUITABLE MATERIAL WILL BE CONSIDERED AN
UNFORESEEN CONDITION AND WILL BE PAID FOR AT AN AGREED UPON PRICE OR ON A TIME AND MATERIAL BASIS.

ROAD CLOSURE
THE CONTRACTOR SHALL MAINTAIN ACCESS FOR RESIDENTS ON COLLINSVILLE ROAD AND SPRING VALLEY ROAD. THE CITY WILL PERMIT A TEMPORARY
CLOSURE FOR RECONSTRUCTION OPERATIONS.  ALL ROAD CLOSURES MUST BE APPROVED IN ADVANCE BY IDOT AND JARVIS TOWNSHIP ROAD DISTRICT.
THE CONTRACTOR SHALL NOTIFY THE CITY OF TROY FIRE AND POLICE DEPARTMENTS ALONG WITH THE POST OFFICE AND NEARBY SCHOOLS AT LEAST
48 HOURS PRIOR TO ENACTING ANY ROAD CLOSURES.

CITY OF TROY FIRE DEPARTMENT CITY OF TROY POLICE DEPARTMENT TRIAD SCHOOL DISTRICT OFFICE
116 W CLAY ST 116 EAST MARKET ST 203 E. THROP ST
TROY, IL  62294 TROY, IL 62294 TROY, IL 62294
(618) 667-6721 (618) 667-6731 (618) 667-8851

THE CITY OF TROY UNITED STATES POSTAL OFFICE *IDOT (TRAFFIC SIGNALS & STREET LIGHTING)
116 EAST MARKET ST 515 EDWARDSVILLE RD 1102 EASTPORT PLAZA DRIVE
TROY, IL 62294 TROY, IL 62294 COLLINSVILLE, IL 62234
(618) 667-9924 (618) 667-6421 (618) 346-3110

JARVIS TOWNSHIP ROAD DISTRICT
112 N. MAIN STREET
TROY, IL 62294
(618) 667-2425
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